
Modüler yük ayırıcı ( VTBI) seçtiğiniz için teşekkür ederiz. Lütfen kurulum, işletim 
ve bakımdan önce bu kılavuzu okuyun.

Modüler yük ayırıcıları elektrik tesisatında açma-kapama anahtarlamasını sağlarlar.
VIKO modüler yük ayırıcıları, 1, 2, 3 ve 4 kutuplu
EN IEC 60947-3 standartlarına uygun 
32, 40, 50, 63, 80,100 ve 125 A olarak üretilmiştir.

GENEL ÖZET

STANDART VE KALİTE SERTİFİKALARI

TEKNİK ÖZELLİKLER

EN IEC 60947-3  

BOYUTLAR

MODÜLER YÜK AYIRICI
KULLANIM KILAVUZU

Elektriksel Özellikler

Nominal Voltaj Ue

Nominal
Kutuplar 

32, 40, 50, 63, 80, 100, 125 A  
1P, 2P, 3P, 4P   
240 / 415V ~ 

Nominal kısa süreli bekleme akımı düşük 

İzolasyon Voltajı Ui
Nominal Frekans 

500V  
50 / 60 Hz
12Ie, 1s 

Nominal kapama ve kesme kapasitesi 3Ie, 1.05Ue, cos ɸ=0.65    
Nominal kısa devre kapama kapasitesi 20Ie, t=0.1s  

4000V  

İnd. Frekansta dielektrik test voltajı, 1 dakika 2.5 kV 

Elektriksel ömür 

Kullanım kategorisi AC - 22A  

4,000 Çevrim 

Mekanik Özellikler 

Kontak konum göstergesi 
10,000 Çevrim  
Evet 

Mekanik ömür

Nominal darbe dayanım voltajı (1.5/50) Uimp

Koruma derecesi  IP20  

Kurulum 

Bara için terminal boyutlu üst / alt

Terminal bağlantı tipi
Kablo için terminal boyutlu üst / alt

 Kablo / Pin-tipi bara / U-tipi bara
50 mm2 18 - 2AWG  
50 mm2 18 - 2AWG 

Bağlantı

Sıkma torku

Montaj

3.5 Nm 30In - lbs   
Hızlı klipsli cihaz aracılığıyla DIN rayı 
EN IEC 60715 (35 mm)
İki yönde güç beslemesi

Thank you for choosing Isolation Switch (VTBI). Please read this manual before 
installaton, operation and maintenance. 

Switch disconnectors provide on-off switching in the electrical installation.
VIKO switch disconnectors, 1, 2, 3 and 4 poles in accordance with 
EN IEC 60947-3 standards It is produced as 32, 40, 50, 63, 80, 
100 and 125 A. 

OVERVIEW

STANDARD AND QUALITY CERTIFICATES  

TECHNICAL DATA

EN IEC 60947-3  

DIMENSIONS

                ISOLATION SWITCH
DEMONSTRATION AND USERS MANUAL 

Electrical Features 

Rated voltage Ue 

Rated current In 
Poles  

32, 40, 50, 63, 80, 100, 125 A  
1P, 2P, 3P, 4P   
240 / 415V ~ 

Rated short-time withstand current lcw 

Insulation voltage Ui 
Rated frequency  

500V  
50 / 60 Hz
12Ie, 1s 

Rated making and breaking capacity  3Ie, 1.05Ue, cos ɸ=0.65    
Rated short circuit making capacity  20Ie, t=0.1s  

4000V  

Dielectric test voltage at ind. Freq. for 1min 2.5 kV 

Electrical life  

Utilization category  AC - 22A  

4,000 Cycles  
Mechanical Features  

Contact position indicator  
10,000 Cycles   
Yes  

Mechanical life  

Rated impulse withstand voltage 
(1.5/50) Uimp 

Protection degree  IP20  

Installation  

Terminal size top / bottom for busbar   

Terminal connection type  
Terminal size top / bottom for cable   

Cable / Pin-type bushbar / U-type busbar   
50 mm2 18 - 2AWG  
50 mm2 18 - 2AWG 

Connection  

Tightening torque 

Mounting   

3.5 Nm 30In - lbs   
On DIN rail EN IEC 60715 (35 mm)
by means of fast clip device  
Power supply in both directions  


