
• 10A, 250 V ~ , (10A için; LED/CFL Lamba yükü 100 W’dır.)
• 16A, 250 V ~ , (16A için; LED/CFL Lamba yükü 200 W’dır.)
• Çabuk bağlantılı / Vidalı montaj tipi 

1- Kablo (Sadece Tek Damarlı Som İletken)
2- Bağlantı Ucu Yuvası
3- Bağlantı Ucu Baskı Parçası

Kablo boyu (1), iletken kısmı açıkta kalmayacak şekilde 11 
mm açılarak, iletken kısmı  bağlantı ucu yuvasına (2), 
bağlantı ucu baskı parçasına (3) bastırılarak yerleştirilir. 
Kablo, bağlantı ucu yuvasına (2) yerleştirildikten sonra,  
bağlantı ucu  baskı parçası (3) bırakılır ve kablo montajı 
tamamlanır. Kabloyu hareket ettirerek sıkı bir şekilde yerine 
yerleştiğinden emin olunuz. 

Bir lamba veya lamba grubunun bir noktadan kumanda edilmesini sağlar.

Bir lamba veya lamba grubunu iki ayrı noktadan kumanda eder.

Permütatör, bir lamba veya lamba grubuna, ikiden fazla yerden kumanda edilmesini sağlar.

 11 mm

  Vavien Ürün Görseli

Bir veya birden fazla lambayı, bir veya birden fazla noktadan kontrol etmek amacıyla kullanılır.

İki ayrı lamba veya lamba grubuna aynı yerden kumanda eder.

Kapı zilini kumanda eder.
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Kapı zilini kumanda eder.

C2 ANAHTAR GRUBU KULLANMA KILAVUZU 

Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.

Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.

Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.

 

Beyan 
Akımı

10A
16A

Kullanılabilecek İletken Anma 
                 Kesitleri
                  (mm²)

        Vidasız 
(Çabuk Bağlantılı)
      Anahtarlar

Vidalı Anahtarlar

        Vidasız 
(Çabuk Bağlantılı)
      Anahtarlar
            için

   Vidalı 
Anahtarlar
     için

 En Büyük 
    İletken 
Çapı (mm.)

 En Büyük
 Bükülgen 
    İletken 
Çapı (mm.)

 En Büyük
 Som veya
   Örgülü 
   İletken 
Çapı (mm.)

 En Büyük
 Bükülgen 
    İletken 
Çapı (mm.)

1 - 2,5
1,5 - 2,5

1 - 2,5
1,5 - 4

2,13
2,13

Kullanılmaz
Kullanılmaz

2,13
2,72

2,13
2,72

Mekanizma (4) tırnak vidaları (6) gevşetilerek kasa 
içerisine yerleştirilir. Tırnak vidaları (6) orantılı bir 
şekilde sıkılarak mekanizma (4) kasa içerisine 
sabitlenir. Çerçeve (3),  sabitlenmiş olan 
mekanizma (4) üzerine yerleştirilir. Anahtar düğme 
yuvaları pimleri karşılayacak şekilde bastırılarak 
yerleştirilir ve montaj işlemi tamamlanır. 

1- Anahtar Düğmesi
2- Anahtar Düğme 
     Yuvaları
3- Çerçeve
4- Mekanizma
5- Mekanizma
     Tırnakları
6- Tırnak Vidaları

Kapı zilini kumanda eder.

Tek Dügmeli Jaluzi Kumanda Anahtarı

Mekanik Kilitli Jaluzi Kumanda Anahtarı
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VİDASIZ (ÇABUK BAĞLANTI) KABLO MONTAJI

TEKNİK ÖZELLİKLER

MONTAJ ŞEKLİ

info@tr.panasonic.com

Jaluzi motorlarının devir yönünü değiştirerek, jaluzinin yukarı ve aşağı yönde hareketini kumanda eder.

Jaluzi motorlarının devir yönünü değiştirerek, jaluzinin yukarı ve aşağı yönde hareketini kumanda eder.

Bir veya birden fazla lambayı, bir veya birden fazla noktadan kontrol etmek amacıyla kullanılır.
Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.

Jaluzi motorlarının devir yönünü değiştirerek, jaluzinin yukarı ve aşağı yönde hareketini kumanda eder.

Merdiven otomatiği, hareket sensörü yada otomasyon sistemleri gibi harici tetikleme devreleri için kumanda sinyali sağlar.

Bağlı olan 2 kutbu aynı anda anahtarlar, faz ve nötrün birlikte kesilmesine imkan verir.
Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.

İki ayrı lamba veya lamba grubuna aynı yerden kumanda eder.
Not: Ürünün kontrol edeceği yük LED lamba, CFL lamba gibi in-rush üreten bir yük ise lütfen uyarılar kısmını okuyunuz.



Strip the wire (1) for  11 mm so that the conductor part does 
not  remain exposed and insert the conductor part to the 
terminal slot (2) by pushing  the terminal screw (3). After  the 
wire is placed into the terminal slot (2) release the terminal 
screw (3) to complete the wire assembly. By rotating the wire, 
ensure that it’s securely inserted in its place.

 11 mm

C2 SWITCH GROUP USER MANUAL 

SCREWLESS TERMINAL- WIRING

INSTALLATION

1- Wire
    (Only Single Core Solid Conductor)
2- Terminal Slot
3- Terminal Screw

Copper wire sections used for socket connections according to the relevant standards.

• 10 A. 250 V ~ , (For 10A; Rated LED/CFL Lamp load is 100W.)
• 16 A. 250 V ~ , (For 16A; Rated LED/CFL Lamp load is 200W.)
• Screwless terminal / Screw terminal 

 

 Rated 
Current 
    of 
Switch

10 A.
16 A.

Cross-sectional area of 
         Conductors 
              (mm²)

Switches with screwless 
type (quick connection) 
            terminal                   

Switches with 
  screw-type 
   terminals

    For Switches with 
      Screwless Type
   (Quick Connection)
           terminal

  For switches 
        with 
   screw-type 
    terminals

  Largest
Conductor 
 diameter
   (mm.)

   Largest 
diameter of 
   flexible 
 conductor 
    (mm.)

  Largest 
  solid or 
 stranded 
conductor 
 diameter
   (mm.)

1 - 2,5
1,5 - 2,5

1 - 2,5
1,5 - 4

2,13
2,13

Not Used
Not Used

2,13
2,72

2,13
2,72

   Largest 
diameter of 
   flexible 
 conductor 
    (mm.)

Switch Product Image Circuit and Wiring Diagram

Illuminated Switch Product Image Circuit and Wiring Diagram

Two Way Switch Product Image Circuit and Wiring Diagram

Illuminated Two Way Switch Product Image Circuit and Wiring Diagram

Intermediate Switch Product Image Circuit and Wiring Diagram

Push Button Product Image Circuit and Wiring Diagram

Illuminated Push Button Product Image Circuit and Wiring Diagram

Circuit and Wiring Diagram

Illuminated 2-Gang One-Way Switch 
Product Image

Circuit and Wiring Diagram

2-Gang Two-Way Switch Product Image Circuit and Wiring Diagram

Illuminated Two-Pole Switch Product Image Circuit and Wiring Diagram

Two-Pole Switch Product Image Circuit and Wiring Diagram Circuit and Wiring Diagram

Double One-Way Push Button Product Image Circuit and Wiring Diagram

Illuminated Push Button With Bell Symbol 
Product Image

Circuit and Wiring Diagram

Illuminated Push Button with Bell Symbol 
and Label Product Image

Circuit and Wiring Diagram

Shutter Control, Push Button Product Image Circuit and Wiring Diagram

Operating Principle

Operating Principle

Operating Principle

Operating Principle

Switches 2 connected poles 
Operating Principle

Note: In case the load to be controlled by the product is a 
load generating in-rush like LED lamp and CFL lamp, please 
read the warnings part.  

2-Gang One-Way Switch Product Image

Operating Principle

Operating Principle

Operating Principle

Operating Principle

Controls the door bell.
Operating Principle

Controls the door bell.
Operating Principle

Controls the door bell.
Operating Principle

Operating Principle
Place the mechanism (4) into the case by 
loosening the claw screws (6). Tighten the claw 
screws (6) proportionally and secure the 
mechanism (6) in the case. Place the frame (3) on 
the secured mechanism (4). Press and place the 
switch button slots (2) as to align with and complete 
the Installation.

1- Switch Button
2- Switch Button 
Slots
3- Frame
4- Mechanism
5- Mechanism Tabs
6- Claw Screws

One Gang Shutter Control, Push Button 
Product Image 

L
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Mechanical Locked Shutter Control, Push Button 

Illuminated Switch with Neutral Terminal (ON/OFF)

Product Image 

Push Button With Bell Symbol Product Image

Operating Principle
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Operating Principle

TECHNICAL SPECIFICATIONS

Controls two separate lamps or lamp group from the same point. 
Note: In case the load to be controlled by the product is a load generating in-rush like LED lamp and CFL lamp, please read the warnings part.   

Controls two separate lamps or lamp group from the same point. 

Changes the direction of rotation of the shutter engines and controls the upwards and downwards movement of the shutter.

Provides control signals for external triggering circuits such as staircase timer, motion sensor or automation systems.

Circuit and Wiring Diagram

Changes the direction of rotation of the shutter engines and controls the upwards and downwards movement of the shutter.

Circuit and Wiring Diagram

Changes the direction of rotation of the shutter engines and controls the upwards and downwards movement of the shutter.

Circuit and Wiring Diagram

Provides control signals for external triggering circuits such as staircase timer, motion sensor or automation systems.
Note: In case the load to be controlled by the product is a load generating in-rush like LED lamp and CFL lamp, please read the warnings part. 

info@tr.panasonic.com

Controls a lamp or a lamp group from two separate points.
Note: In case the load to be controlled by the product is a load generating in-rush like LED lamp and CFL lamp, please read the warnings part.  

Permutator enables that a lamp or a lamp group is controlled from more than two separate points

Provides control signals for external triggering circuits such as staircase timer, motion sensor or automation systems.
Note: In case the load to be controlled by the product is a load generating in-rush like LED lamp and CFL lamp, please read the warnings part.   

Enables that a lamp or a lamp group is controlled from a point.
Note: In case the load to be controlled by the product is a load generating in-rush like LED lamp and CFL lamp, please read the warnings part.   


