
TİP VE BOYUTPanel Tipi Sinyal Lambasını seçtiğiniz için teşekkür ederiz. Lütfen kurulum, 
işletim ve bakımdan önce bu kılavuzu okuyun.

GENEL ÖZET

STANDART VE KALİTE SERTİFİKALARI

TEKNİK ÖZELLİKLER

IEC-60947-5-1 

VTSP serisi gösterge lambası AC 50 Hz veya 60 Hz’lik telekomünikasyon ve 
elektrik devresinde, nominal çalışma voltajı 380V ve DC çalışma voltajı 
220V veya altında olan gösterge sinyali, kaza sinyali, arıza sinyali ve diğer 
gösterge sinyalleri için kullanılır.
VTSP serisi gösterge lambaları uzun ömürlü ve düşük enerji tüketimli LED 
lambasına sahiptir, kapalı terminalleri hem güvenli hem güvenilirdir.

Nominal işletim voltajı

Nominal işletim akımı

Baz renk

Elektriksel Ömür (saat)

Parlaklık

Çalışma sıcaklığı

(Ue) 

(Ie) ≤ 80mA       ≤ 20mA    

Yeşil, Sarı, Kırmızı, Mavi, Beyaz

≥ 60 

-5 °C ~ +40 °C

Çalışma nemi

Şebeke frekansı test 
voltajı

Kurulum sınıfı

2500V, dak 

III 

≥ 3000  

45% ~ 85% 

AC/DC   AC/DC  
  24V       220V  

Kirlilik sınıfı 3 

Koruma sınıfı IP65 

Direnç

Parazit Giderici Tipi

Parazit Giderici Lamba

Lamba Test Tipi

Ortak Hat

Sinyal

ŞEMATİK DİYAGRAMLAR

RenkVoltaj

24V AC/DC
220V AC/DC

Kırmızı
Sarı
Yeşil
Mavi
Beyaz

Tip

VTSP
Parazit Giderici
Tip 

PANEL TİPİ SİNYAL LAMBASI GÖSTERİM 
VE KULLANICI KILAVUZU

TYPE AND DIMENSIONThank you for choosing Panel Type Signal Lamp. Please read this manual 
before installaton, operation and maintenance. 

OVERVIEW

STANDARD AND QUALITY CERTIFICATES  

TECHNICAL DATA

IEC-60947-5-1 

VTSP series indicator light are used in the telecommunication and electrical 
circuit of AC 50 Hz or 60 Hz, rated working voltage 380V and below DC 
working voltage 220V or below for indicator signal, accident signal, fault 
signal and other indicator signals.
  
VTSP series indicator lights adopt LED lamp with the characteristic of long 
life and low energy consumption, its concealed terminals is both safe and 
credible. 

Rated operation voltage 

Rated operation current

Base colour

Electrical Life(h) 

Brightness 

Operating temperature 

(Ue) 

(Ie) ≤ 80mA       ≤ 20mA    

Green, Yellow, Red, Blue, White 

≥ 60 

-5 °C ~ +40 °C

Oprating humidity 

Power-freuency
withstand voltage    

Installation degree 

2500V, min 

III 

≥ 3000  

45% ~ 85% 

AC/DC   AC/DC  
  24V       220V  

Polllution degree 3 

Degree of protection IP65 

Resistance  

Anti-interference type  

Anti-interference Lamp

Lamp test type

SCHEMATIC DIAGRAMS

ColourVoltage

24V AC/DC
220V AC/DC

Red
Yellow
Green
Blue
White

Type

VTSP
Anti-interference
Type 


