
TYPE AND DIMENSIONSThank you for choosing Toroidal Current Transformer. Please read this 
manual before installaton, operation and maintenance. 

OVERVIEW
Circular straight-through current transformer are mainly used in cable 
circuits, with simple structure, small size, and flexible application. According 
to the various cable specifications used in the main circuit, there are multiple 
diameters of inner hole for the wire through corresponding.

This product is designed for electrical fire monitoring, fire leakage systems, 
intelligent power systems, low current grounding systems, electromagnetic 
relay protection, microcomputer protection, environmental protection 
monitoring, etc.

STANDARD AND QUALITY CERTIFICATES  

TECHNICAL DATA

IEC-61095 

Electrical Features Mechanical Features

Rated frequency 

Rated input 

Measuring range 

Rated output 

Medium strenght 

Insulation resistance 

50 ~ 60 Hz

300mA - 30A 

10% In ~ 130% ln 

0~1v(A or) 0~0.25mA

2.5KV/1mA/1min 

DC 500V/1000MΩ/min

Shell material 

Framework material

Core material 

Internal structure  

Construction plan 

Operating temperature 

ABS, Flame retardant
grade 94-V0 

PBT 

Nickel steel or 
nanocrystalline 

Environment - friendly
epoxy resin casting

Screw fixation  

-25 °C ~ +40 °C
 

Environment humidity 

Wiring 

≤ 85 %

Terminal type, 
shielded stranded 
wire 1.5 meters 
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D�mens�on(mm) VTTR-40 VTTR-55 VTTR-80


